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4. T f Deck Elevations =] | 6. The main load carrying member components subject to tenslle stress shall conform
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TYPICAL BRIDGE SECTION % 7. Layout of slope protection system may be varied in the field to suit ground
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conditions as directed by the Engineer.
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1. The inorganic zinc rich primer / Acrylic / Acrylic Paint System shall be
used for shop and field painting of new structural steel except where
otherwlse noted. The color of the final finish coat for all steel
surfaces shall be gray, Munsell No. 5b 7/L See special provisions for
"Cleaning and Painting New Metal Structures”.
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For Stage Constructfon € Dixle Highway
7n o % 5. Reinforcement bars shall conform fo the requirements of ASTM A 706 Gr 60
x 2l Soil Borings 267" Stage II Construction 230" Stage II Traffic (IL Modified). See special provisions.
% 22.  Soil Borings -7 25-0" [ Souf#b,;grl)‘ i , o ﬁ;jé;u%:/ e 6" % 6. Reinforcement bars designated (E) shall be epoxy coated.
211" 3 Beam Spaces @ 6°-9" = 20’-3" 3-45" |2-6" * 7. Slipforming of parapets is not allowed.
] 18.  Field painting of structural steef shall be done under a separate contract.
e | o ; Temporary Concrete D
S g2} Gavanized Barrier Std. 704001 (Typ.)
R Bk onduits S.E=2.4% NS P.G.L | 2-2" ¢ Galvanized
T D S.£.22.4% Conduit REVISIONS
NAME DATE CONSTRUCTION STAGING &
4 GENERAL NOTES
Construction Joint w30 _\ " DIXIE HIGHWAY OVER
(Composite) 6" ¢ Floor Drain BUTTERFIELD CREEK
s s s s 47 TAY oo e F.A.U. ROUTE 2843 SECTION 3249B-F
[ZZZZZZ /2 l’l””7 227 / /////‘ STA. 78455.00
W//// /////// /////// //// /// COOK COUNTY
Stage II Removal ‘- 10" STRUCTURE NUMBER 016-7946 - PROPOSED
T 016-0775 - EXISTING
Rubinos &
STAGE II CONSTRUCTION Moo SCALE:  NOT-TO-SCALE DRAWN BY  TH
Looking North : DESIGNED BY TH
Engineers, Inc. DATE 4-27-09 CHECKED BY MF

FOR INFORMATION ONLY




